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Mitutoyo reserves the right to change any or all aspects of any product specification, including prices, designs and service content, without notice.

Accessories (optional)
Refer to page C-4.

Non-Interchangeable-Head Sets

*1   Total 2 pcs. of extension rods: 1 pc. of Order No. 952621 (for measuring range 12 to 16 mm, 16 to 20 mm) and  
Order No. 952622 (for measuring range 20 to 25 mm).  
Two extension rods cannot be connected due to the different mounting positions. 

*2  The measurement range cannot be enlarged by measuring heads that are not standard-supplied (the accuracy is not 
guaranteed).

Holtest

468-983 468-984 468-985

Metric

Set Order 
No.

Range*2 
(mm) Content of set

Extension 
rod 

(optional)

468-981 6 - 12

Display unit
   6 - 8 mm                       
   8 - 10 mm                     
   10 - 12 mm                   
Setting ring (ø8, ø10)             
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.

1 pc. each
2 pcs.
1 pc.
1 pc.

100 mm
1 pc.

468-982 12 - 25

Display unit
   12 - 16 mm                   
   16 - 20 mm                   
   20 - 25 mm                   
Setting ring (ø16, ø20)
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.

1 pc. each
2 pcs.
1 pc.
1 pc.

150 mm
2 pcs.*1

468-983 25 - 50

Display unit
   25 - 30 mm                   
   30 - 40 mm                   
   40 - 50 mm                   
Setting ring (ø30, ø40)           
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.

1 pc. each
1 pc.
1 pc.
1 pc.

150 mm
1 pc.

468-984 50 - 75

Display unit
   50 - 63 mm                   
   62 - 75 mm                   
Setting ring (ø62)         
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.
1 pc.
1 pc.
1 pc.

150 mm
1 pc.

468-985 75 - 100

Display unit
   75 - 88 mm                   
   87 - 100 mm                 
Setting ring (ø87) 
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.
1 pc.
1 pc.
1 pc.

150 mm
1 pc.

Inch/Metric

Set Order 
No.

Range*2  
(in) Content of set

Extension 
rod 

(optional)

468-986 0.275 - 0.5

Display unit
   0.275 - 0.35 in                      
   0.35 - 0.425 in                    
   0.425 - 0.5 in                 
Setting ring 
(0.35 in DIA., 0.425 in DIA.)
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.

1 pc. each

2 pcs.
1 pc.
1 pc.

100 mm
1 pc.

468-987 0.5 - 1

Display unit
   0.5 - 0.65 in                  
   0.65 - 0.8 in                   
   0.8 - 1 in                   
Setting ring
(0.65 in DIA., 0.8 in DIA.)
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.

1 pc. each

2 pcs.
1 pc.
1 pc.

150 mm
2 pcs.*1

468-988 1 - 2

Display unit
   1 - 1.2 in                   
   1.2 - 1.6 in                   
   1.6 - 2 in                   
Setting ring 
(1.2 in DIA., 1.6 in DIA.)           
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.

1 pc. each

1 pc.
1 pc.
1 pc.

150 mm
1 pc.

468-989 2 - 3

Display unit
   2 - 2.5 in                   
   2.5 - 3 in                   
Setting ring (2.5 in DIA.)
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.
1 pc.
1 pc.
1 pc.

150 mm
1 pc.

468-990 3 - 4

Display unit
   3 - 3.5 in                   
   3.5 - 4 in                 
Setting ring (3.5 in DIA.) 
Spanner                           
Hex wrench                     
Phillips screwdriver         

1 pc.
1 pc.
1 pc.
1 pc.
1 pc.
1 pc.

150 mm
1 pc.
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