
（LMF-M-LED）

Order No. Model No. Operating Temperature Luminance Weight

011105 LM-340 −10 〜 40℃ 10000mcd 126g

Order No. Model No. Continuous Lighting Magnetic force： approx. 600N Weight

011092 MFL-350M Approx. 12 hours Tip 0.5N
Bottom 10N 150g

Suitable in dim and hard-to-see locations.

INSPECTION MIRROR WITH LED LIGHT

Units： mm● DIMENSIONS

Suitable in dim and hard-to-see locations.

USE
● Inspection around and behind obstacles and in poorly lit areas

MATERIAL
● Stalk： Stainless steel
● Grip： Brass （Silver finish）

FEATURES
● LED light for high visibility
● Inspection mirror： 2 pcs （φ20mm, φ30mm ）
●With mirror protective film

POWER
● Two AA batteries included for testing

FLEXIBLE LIGHT WITH MAGNET

USE
● Locate and pick up small fasteners, temporary 

lighting for test, maintenance
MATERIAL

●Flexible stem： Stainless steel
FEATURES

●With attached inspection mirror （φ38mm）
●LED for long usage life
●Adheres to steel surfaces for hand free operation
●Flexible stem conforms to any shape
●Magnet can also be used as pick-up tool
●Tip diameter： Approx. 9mm

POWER
●Three LR44（alkaline button cell）included for testing
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